
Code letters, gearbox allocation, ratios, equipment 

Automatic gearbox 09E.A 09E.C 09E.C 

Gearbox Code letters GCF GHB GNT 

  Manufactured from

to

06.02 

07.02 

06.02 

07.02 

07.02 

12.02 

Torque 

converter 

Code letters K63 J63 J63 

Allocation Model  Audi A8 2003 ► Audi A8 2003 ► Audi A8 2003 ► 

  Engine  V8 4.2 ltr. MPI 

(5-valve, 247 kW) 

V8 3.7 ltr. MPI 

(5-valve, 206 kW) 

V8 3.7 ltr. MPI 

(5-valve, 206 kW) 

Primary drive 32 : 30 = 1.067 33 : 29 = 1.138 33 : 29 = 1.138 

Spur gear drive to front axle 31 : 29 = 1.069 31 : 29 = 1.069 31 : 29 = 1.069 

Front axle bevel gearing 32 : 11 = 2.909 32 : 11 = 2.909 32 : 11 = 2.909 

Overall front drive ratio = 

Primary drive x spur gear drive x 

bevel gearing 

3.317 3.539 3.539 

Rear axle bevel gearing 31 : 10 = 3.100 31 : 10 = 3.100 31 : 10 = 3.100 

Overall rear drive ratio 3.307 3.528 3.528 

 

Select correct version of mechatronic unit according to gearbox code letters → Electronic 

parts catalogue 

 
      

Automatic gearbox 09E.A 09E.C 09E.A 

Gearbox Code letters GNU GQE GQF 

  Manufactured from 

to 

07.02 

12.02 

01.03 

07.04 

01.03 

05.04 

Torque 

converter 

Code letters K63 K74 J74 

Allocation Model   Audi A8 2003 ► Audi A8 2003 ► Audi A8 2003 ► 

  Engine   V8 4.2 ltr. MPI 

(5-valve, 247 kW) 

V8 3.7 ltr. MPI 

(5-valve, 206 kW) 

V8 4.2 ltr. MPI 

(5-valve, 247 kW) 

Primary drive 32 : 30 = 1.067 33 : 29 = 1.138 32 : 30 = 1.067 

Spur gear drive to front axle 31 : 29 = 1.069 31 : 29 = 1.069 31 : 29 = 1.069 

Front axle bevel gearing 32 : 11 = 2.909 32 : 11 = 2.909 32 : 11 = 2.909 

Overall front drive ratio = 

Primary drive x spur gear drive x 

bevel gearing 

3.317 3.539 3.317 

Rear axle bevel gearing 31 : 10 = 3.100 31 : 10 = 3.100 31 : 10 = 3.100 

Overall rear drive ratio 3.307 3.528 3.307 

 

Select correct version of mechatronic unit according to gearbox code letters → Electronic 

parts catalogue 

 
      

Automatic gearbox 09E.F 09E.B 09E.A 

Gearbox Code letters GUN GVK GXL 

  Manufactured from 02.04 03.03 11.03 



to 05.05 08.04 

Torque converter Code letters S77 L74 S77 

Allocation Model  Audi A8 2003 

► 

Audi A8 2003 ► Audi A8 2003 

► 

  Engine  W12 6.0 ltr. 

331 kW 

V8 4.0 ltr. TDI 

200 kW 

W12 6.0 ltr. 

331 kW 

Primary drive 33 : 29 = 1.138 27 : 29 = 0.931 32 : 30 = 1.067 

Spur gear drive to front axle 31 : 29 = 1.069 31 : 29 = 1.069 31 : 29 = 1.069 

Front axle bevel gearing 30 : 9 = 3.333 32 : 11 = 2.909 32 : 11 = 2.909 

Overall front drive ratio = 

Primary drive x spur gear drive x bevel 

gearing 

4.055 2.895 3.317 

Rear axle bevel gearing 32 : 9 = 3.556 31 : 10 = 3.100 31 : 10 = 3.100 

Overall rear drive ratio 4.046 2.886 3.307 

 

Select correct version of mechatronic unit according to gearbox code letters → Electronic 

parts catalogue 

 
      

Automatic gearbox 09E.B 09E.B 09E.C 

Gearbox Code letters GZA HCA HCU 

  Manufactured from

to

05.03 01.04 

08.04 

05.04 

05.05 

Torque 

converter 

Code letters L74 L74 K74 

Allocation Model  Audi A8 2003 

► 

Audi A8 2003 

► 

Audi A8 2003 ► 

  Engine  V8 4.0 ltr. TDI 

200 kW 

V8 4.0 ltr. TDI 

200 kW 

V8 3.7 ltr. MPI (5-

valve, 206 kW) 

Primary drive 27 : 29 = 0.931 27 : 29 = 0.931 33 : 29 = 1.138 

Spur gear drive to front axle 31 : 29 = 1.069 31 : 29 = 1.069 31 : 29 = 1.069 

Front axle bevel gearing 32 : 11 = 2.909 32 : 11 = 2.909 32 : 11 = 2.909 

Overall front drive ratio = 

Primary drive x spur gear drive x bevel 

gearing 

2.895 2.895 3.539 

Rear axle bevel gearing 31 : 10 = 3.100 31 : 10 = 3.100 31 : 10 = 3.100 

Overall rear drive ratio 2.886 2.886 3.528 

 

Select correct version of mechatronic unit according to gearbox code letters → Electronic 

parts catalogue 

 
      

Automatic gearbox 09E.A 09E.B 09E.C 

Gearbox Code letters HHV HJG HKS 

  Manufactured from

to

05.04 

05.05 

07.05 

08.05 

05.05 

08.05 

Torque 

converter 

Code letters J74 K84 K74 



Allocation Model  Audi A8 2003 ► Audi A8 2003 

► 

Audi A8 2003 ► 

  Engine  V8 4.2 ltr. MPI (5-

valve, 247 kW) 

V8 4.2 ltr. TDI 

240 kW 

V8 3.7 ltr. MPI (5-

valve, 206 kW) 

Primary drive 32 : 30 = 1.067 27 : 29 = 0.931 33 : 29 = 1.138 

Spur gear drive to front axle 31 : 29 = 1.069 31 : 29 = 1.069 31 : 29 = 1.069 

Front axle bevel gearing 32 : 11 = 2.909 32 : 11 = 2.909 32 : 11 = 2.909 

Overall front drive ratio = 

Primary drive x spur gear drive x 

bevel gearing 

3.317 2.895 3.539 

Rear axle bevel gearing 31 : 10 = 3.100 31 : 10 = 3.100 31 : 10 = 3.100 

Overall rear drive ratio 3.307 2.886 3.528 

 

Select correct version of mechatronic unit according to gearbox code letters → Electronic 

parts catalogue 

 
      

Automatic gearbox 09E.A 09E.A 09E.F 

Gearbox Code letters HKT HKV HKW 

  Manufactured from

to

05.05 

01.06 

05.05 

08.05 

05.05 

08.05 

Torque 

converter 

Code letters J74 S77 S77 

Allocation Model  Audi A8 2003 ► Audi A8 2003 

► 

Audi A8 2003 

► 

  Engine  V8 4.2 ltr. MPI (5-

valve, 247 kW) 

W12 6.0 ltr. 

MPI 331 kW 

W12 6.0 ltr. 

MPI 331 kW 

Primary drive 32 : 30 = 1.067 32 : 30 = 1.067 33 : 29 = 1.138 

Spur gear drive to front axle 31 : 29 = 1.069 31 : 29 = 1.069 31 : 29 = 1.069 

Front axle bevel gearing 32 : 11 = 2.909 32 : 11 = 2.909 30 : 9 = 3.333 

Overall front drive ratio = 

Primary drive x spur gear drive x 

bevel gearing 

3.317 3.317 4.055 

Rear axle bevel gearing 31 : 10 = 3.100 31 : 10 = 3.100 32 : 9 = 3.556 

Overall rear drive ratio 3.307 3.307 4.046 

 

Select correct version of mechatronic unit according to gearbox code letters → Electronic 

parts catalogue 

 
      

Automatic gearbox 09E.A 09E.F 09E.B 

Gearbox Code letters HLM HPK HPY 

  Manufactured from

to

10.04 

05.05 

03.06 

07.06 

09.04 

05.05 

Torque converter Code letters S77 Q94 L74 

Allocation Model  Audi A8 2003 ► Audi A8 2003 

► 

Audi A8 2003 

► 

  Engine  W12 6.0 ltr. MPI V10 5.2 ltr. FSI V8 4.0 ltr. TDI 



331 kW 331kW 200 kW 

Primary drive 32 : 30 = 1.067 33 : 29 = 1.138 27 : 29 = 0.931 

Spur gear drive to front axle 31 : 29 = 1.069 31 : 29 = 1.069 31 : 29 = 1.069 

Front axle bevel gearing 32 : 11 = 2.909 30 : 9 = 3.333 32 : 11 = 2.909 

Overall front drive ratio = 

Primary drive x spur gear drive x bevel 

gearing 

3.317 4.055 2.895 

Rear axle bevel gearing 31 : 10 = 3.100 32 : 9 = 3.556 31 : 10 = 3.100 

Overall rear drive ratio 3.307 3.307 2.886 

 

Select correct version of mechatronic unit according to gearbox code letters → Electronic 

parts catalogue 

 
      

Automatic gearbox 09E.A 09E.B 09E.A 

Gearbox Code letters HZA HZB HZC 

  Manufactured from

to

08.05 08.05 08.05 

Torque 

converter 

Code letters J74 K84 S77 

Allocation Model  Audi A8 2003 ► Audi A8 2003 

► 

Audi A8 2003 

► 

  Engine  V8 4.2 ltr. MPI (5-

valve, 247 kW) 

V8 4.2 ltr. TDI 

240 kW 

W12 6.0 ltr. MPI 

331 kW 

Primary drive 32 : 30 = 1.067 27 : 29 = 0.931 32 : 30 = 1.067 

Spur gear drive to front axle 31 : 29 = 1.069 31 : 29 = 1.069 31 : 29 = 1.069 

Front axle bevel gearing 32 : 11 = 2.909 32 : 11 = 2.909 32 : 11 = 2.909 

Overall front drive ratio = 

Primary drive x spur gear drive x 

bevel gearing 

3.317 2.895 3.317 

Rear axle bevel gearing 31 : 10 = 3.100 31 : 10 = 3.100 31 : 10 = 3.100 

Overall rear drive ratio 3.307 2.886 3.307 

 

Select correct version of mechatronic unit according to gearbox code letters → Electronic 

parts catalogue 

 
      

Automatic gearbox 09E.F 09E.A 09E.F 

Gearbox Code letters HZD JBU JBV 

  Manufactured from

to

08.05 05.05 05.05 

Torque 

converter 

Code letters S77 S77 S77 

Allocation Model  Audi A8 2003 ► Audi A8 2003 ► Audi A8 2003 ► 

  Engine  W12 6.0 ltr. MPI 

331 kW 

W12 6.0 ltr. MPI 

331 kW 

W12 6.0 ltr. MPI 

331 kW 

Primary drive 33 : 29 = 1.138 32 : 30 = 1.067 33 : 29 = 1.138 

Spur gear drive to front axle 31 : 29 = 1.069 31 : 29 = 1.069 31 : 29 = 1.069 



Front axle bevel gearing 30 : 9 = 3.333 32 : 11 = 2.909 30 : 9 = 3.333 

Overall front drive ratio = 

Primary drive x spur gear drive x bevel 

gearing 

4.055 3.317 4.055 

Rear axle bevel gearing 32 : 9 = 3.556 31 : 10 = 3.100 32 : 9 = 3.556 

Overall rear drive ratio 4.046 3.307 4.046 

 

Select correct version of mechatronic unit according to gearbox code letters → Electronic 

parts catalogue 

 
      

Automatic gearbox 09E.B 09E.F 09E.B 

Gearbox Code letters JEF JLM JNH 

  Manufactured from

to

07.05 07.06 

05.07 

07.06 

Torque converter Code letters K84 Q94 S94 

Allocation Model  Audi A8 2003 ► Audi A8 2003 ► Audi A8 2003 ► 

  Engine  V8 4.2 ltr. TDI 

230 kW 

V10 5.2 ltr. FSI 

331kW 

V8 4.2 ltr. TDI 

230 kW 

Primary drive 27 : 29 = 0.931 33 : 29 = 1.138 27 : 29 = 0.931 

Spur gear drive to front axle 31 : 29 = 1.069 31 : 29 = 1.069 31 : 29 = 1.069 

Front axle bevel gearing 32 : 11 = 2.909 30 : 9 = 3.333 32 : 11 = 2.909 

Overall front drive ratio = 

Primary drive x spur gear drive x bevel 

gearing 

2.895 4.055 2.895 

Rear axle bevel gearing 31 : 10 = 3.100 32 : 9 = 3.556 31 : 10 = 3.100 

Overall rear drive ratio 2.886 4.046 2.886 

 

Select correct version of mechatronic unit according to gearbox code letters → Electronic 

parts catalogue 

 
      

Automatic gearbox 09E.A 09E.F 09E.B 

Gearbox Code letters JNJ JNK JYN 

  Manufactured from 

to 

05.06 

07.06 

05.06 

07.06 

07.06 

Torque converter Code letters V92 V92 S94 

Allocation Model   Audi A8 2003 ► Audi A8 2003 ► Audi A8 2003 

► 

  Engine   W12 6.0 ltr. MPI 

331 kW 

W12 6.0 ltr. MPI 

331 kW 

V8 4.2 ltr. TDI 

230 kW 

Primary drive 32 : 30= 1.067 33 : 29 = 1.138 27 : 29 = 0.931 

Spur gear drive to front axle 31 : 29 = 1.069 31 : 29 = 1.069 31 : 29 = 1.069 

Front axle bevel gearing 32 : 11= 2.909 30 : 9 = 3.333 32 : 11 = 2.909 

Overall front drive ratio = 

Primary drive x spur gear drive x bevel 

gearing 

3.317 4.055 2.895 

Rear axle bevel gearing 31 : 10 = 3.100 32 : 9 = 3.556 31 : 10 = 3.100 



Overall rear drive ratio 3.307 4.046 2.886 

 

Select correct version of mechatronic unit according to gearbox code letters → Electronic 

parts catalogue 

 
      

Automatic gearbox 09E.A 09E.F 09E.F 

Gearbox Code letters JYZ JZA KLW 

  Manufactured from

to

07.06 07.06 05.07 

04.08 

Torque converter Code letters V92 V92 Q94 

Allocation Model  Audi A8 2003 ► Audi A8 2003 ► Audi A8 2003 

► 

  Engine  W12 6.0 ltr. MPI 

331 kW 

W12 6.0 ltr. MPI 

331 kW 

V10 5.2 ltr. FSI 

331kW 

Primary drive 32 : 30= 1.067 33 : 29 = 1.138 33 : 29 = 1.138 

Spur gear drive to front axle 31 : 29 = 1.069 31 : 29 = 1.069 31 : 29 = 1.069 

Front axle bevel gearing 32 : 11= 2.909 30 : 9 = 3.333 30 : 9 = 3.333 

Overall front drive ratio = 

Primary drive x spur gear drive x bevel 

gearing 

3.317 4.055 4.055 

Rear axle bevel gearing 31 : 10 = 3.100 32 : 9 = 3.556 32 : 9 = 3.556 

Overall rear drive ratio 3.307 4.046 4.046 

 

Select correct version of mechatronic unit according to gearbox code letters → Electronic 

parts catalogue 

 
      

Automatic gearbox 09E.B 09E.F 09E.A 

Gearbox Code letters KZJ KZK KZL 

  Manufactured from

to

04.08 04.08 04.08 

Torque converter Code letters S94 Q94 V92 

Allocation Model  Audi A8 2003 

► 

Audi A8 2003 

► 

Audi A8 2003 ► 

  Engine  V8 4.2 ltr. TDI 

230 kW 

V10 5.2 ltr. FSI 

331kW 

W12 6.0 ltr. MPI 

331 kW 

Primary drive 27 : 29 = 0.931 33 : 29 = 1.138 32 : 30= 1.067 

Spur gear drive to front axle 31 : 29 = 1.069 31 : 29 = 1.069 31 : 29 = 1.069 

Front axle bevel gearing 32 : 11 = 2.909 30 : 9 = 3.333 32 : 11= 2.909 

Overall front drive ratio = 

Primary drive x spur gear drive x bevel 

gearing 

2.895 4.055 3.317 

Rear axle bevel gearing 31 : 10 = 3.100 32 : 9 = 3.556 31 : 10 = 3.100 

Overall rear drive ratio 2.886 4.046 3.307 

 

Select correct version of mechatronic unit according to gearbox code letters → Electronic 

parts catalogue 



 
      

Automatic gearbox 09E.F   

Gearbox Code letters KZM   

  Manufactured from 

to 

04.08   

Torque converter Code letters V92   

Allocation Model   Audi A8 2003 ►   

  Engine   W12 6.0 ltr. MPI 331 kW   

Primary drive 33 : 29 = 1.138   

Spur gear drive to front axle 31 : 29 = 1.069   

Front axle bevel gearing 30 : 9 = 3.333   

Overall front drive ratio = 

Primary drive x spur gear drive x bevel gearing 

4.055   

Rear axle bevel gearing 32 : 9 = 3.556   

Overall rear drive ratio 4.046   

 

 

 


